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REVERSING
WARNING 
LABEL

5.625
#16 GREEN/YEL GROUND LEAD TO BE
12.00 BETWEEN CENTERS OF TERMS.
TERMINAL TO FIT #10 SCREW

5.00

4.0

11.402

(4) LEADS, (2) YELLOW
& (2) ORANGE FOR
REVERSING ROTATION

LEAD SKINNED
.75

(2) .250 STRAIGHT
TYPE Q.C. TERMS.

(6) LEADS TO EXTEND
24.00" EYOND MOTOR

WARNING LABEL

NAMEPLATE
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BROWN-CAPACITOR

RED-LOW
BLUE-MEDIUM
BLACK-HIGH

WHITE-COMMON
COLOR CODE

2 FLATS
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90° APART

USE WITH 15.0 MFD
370-VAC CAPACITOR

EMERSON LABEL

AND YELLOW LEADS.
INTERCHANGE ORANGE
TO REVERSE ROTATION,
FOR C.CW. LE. ROTATION
CONNECTION SHOWN IS

PROTECTOR
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781135

K55HXWPY-1412 WHOLESALE- HAC 3/4 115 9.5 60 1075/3 SPD CCW LEAD END REV. 8904

B
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UPDATED "ENGINEER APPROVED" TO N. CALVIN

REV.
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